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Centauri
174 

Centauri
226 

Centauri
174 

Centauri
226 

Alterations and technical developments reserved. 

Name & No. Diagram Watt kg Description

Centauri
174 

60W 0,82 •	 IP 56
•	 brass casing, clear polycarbonate  

structured globe
•	 cable gland: M24x1.5
•	 without lamp
•	 with 452 double bracket lampholder E27 

also available with 460 double bracket 
lampholder B22 or without lampholder

Centauri
174/2 

0,97

Centauri
226 

60W 1,44 •	 IP 56
•	 brass casing, clear cylindrical glass
•	 Connection thread: 1 ¼“
•	 without lamp
•	 with 452 double bracket lampholder E27 

also available with 460 double bracket 
lampholder B22 or without lampholder

karl-dose.de/Centauri
Centauri

Engineroom Lights

174
226 

Technical Data

No. kg Description

154  0,10 polycarbonate structured globe clear, with drip hole, M100x2, 
height 117mm

108  0,85 cylindrical glass clear D94x115mm

Also available in frosted,, red, green, blue and yellow (without driphole), supplement charge.

Other desings, e. g. with cylindrical glass or with guard on request.

Polished products available for an extra charge.

Spare Parts
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Centauri
242 

Centauri
243 

Centauri
242 Centauri

243 

Alterations and technical developments reserved. 

Centauri
karl-dose.de/Centauri

Engineroom Lights up to 200W

242
243 

Name & No. Diagram Watt kg Description

Centauri
242 

max. 
200W*

2,20 •	 IP 56
•	 brass casing and flange, clear cylindrical glass
•	 Connection thread: 1 ¼“
•	 without lamp
•	 with 452 double bracket lampholder E27 

also available with 460 double bracket lamphol-
der B22 or without lampholder

Centauri
243 

max. 
200W*

2,50 •	 IP 56
•	 brass casing, wire guard and flange, clear 

cylindrical glass
•	 Connection thread: 1 ¼“
•	 without lamp
•	 with 452 double bracket lampholder E27 

also available with 460 double bracket lamphol-
der B22 or without lampholder

Technical Data
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No. kg Description

206  1,64 cylindrical glass with flange and brass wire guard

204  1,20 cylindrical glass with flange without guard

401  0,90 cylindrical glass 132x160mm

Spare Parts

* when using branching box.

Polished products available for an extra charge.
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