
Cardigan
176

Cardigan
177

Cardigan
178

Cardigan
250

Cardigan
231

ca. 69
106
116

70 10
6

8

ca. 81 146

80 11
4

8

134

ca. 59
85
96

52 85

8

16
0

12
0

196.5 ca. 97
ca. 126208

8

21
7 23

4

(ca. 160)
ca. 120 229

267

10

Cardigan
176

Cardigan
177

Cardigan
178

Cardigan
231/231H

Cardigan
250/250H

Technical Data

Cardigan
karl-dose.de/Cardigan

Cable Junction Boxes

176
177
178
231
250

Name & No. kg Description

Cardigan
176

0,80 • IP56
• brass or red cast casing and cover
• undetachable cover screws, empty and undrilled
• internal dimension: 70 x 70 x 50mm  

Cardigan
177

1,60 • IP56
• brass or red cast casing and cover
• undetachable cover screws, empty and undrilled
• internal dimension: 90 x 90 x 55mm  

Cardigan
178

2,20 • IP56
• brass or red cast casing and cover
• undetachable cover screws, empty and undrilled
• internal dimension: 100 x 120 x 70mm  

Cardigan
231

4,00 • IP56
• brass or red cast casing and cover
• undetachable cover screws, empty and undrilled
• internal dimension: 140 x 180 x 85mm  

Cardigan
231H

4,20 • IP56
• brass or red cast casing and cover
• undetachable cover screws, empty and undrilled
• internal dimension: 140 x 180 x 115mm 

Cardigan
250

8,50 • IP56
• brass or red cast casing and cover
• undetachable cover screws, empty and undrilled
• internal dimension: 200 x 250 x 100mm 

Cardigan
250H

9,00 • IP56
• brass or red cast casing and cover
• undetachable cover screws, empty and undrilled
• internal dimension: 200 x 250 x 140mm 

Spare Parts
No. kg Description

431 0,05 steatite terminal block acc. to DIN 89300 with terminals up to 
2,5mm², max. 500V, max. 16A

332 0,05 steatite terminal block with 4 terminals up to 2,5mm² 

Polished products available for an extra charge.
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