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Ranges and luminous flux were measured or calculated under laboratory conditions.  

The actual values depend on environmental factors such as rain or fog.

Floodlights

TUCANA LED

Options

Electropolished version With cable

TUCANA 6

Luminous flux approx. 6,000 lm

Input voltage 24V DC, 230 V AC at 50/60 Hz

Wattage max. 53 W

Weight approx. 3.6 kg

Dimensions H186xW231xD127 (mm)

TUCANA 12

Luminous flux approx. 12,000 lm

Input voltage 24V DC, 230 V AC at 50/60 Hz

Wattage max. 105 W

Weight approx. 6.8 kg

Dimensions H239xW294xD139 (mm)

TUCANA 20

Luminous flux approx. 20,000 lm

Input voltage 230 V AC at 50/60 Hz

Wattage max. 175 W

Weight approx. 11.5 kg

Dimensions H361xW361xD158 (mm)

TUCANA 30

Luminous flux approx. 30,000 lm

Input voltage 230 V AC at 50/60 Hz

Wattage max. 260 W

Weight approx. 14.5 kg

Dimensions H331xW424xD150 (mm)

TUCANA ARGUS

Luminous flux approx. 12,000 lm

Input voltage 24 V DC, 230 V AC at 50/60 Hz

Wattage max. 105 W

Weight approx. 6.8 kg

Dimensions H324xW318xD164 (mm)


